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Nord Pallet Mover 800
The Nord Pallet Mover 800 enables the KUKA AMRs to pick up and deliver pallets – 
transporting them to e.g. production lines or packing stations, thereby enhancing internal 
logistics.

The Nord Pallet Mover’s integrated technology enables communication to external roller 
conveyors by wireless signals. A Nord Dock Target can be installed in front of an existing 
conveyor line allowing the PM800 to successfully dock and receive or deliver a pallet.

Specifications
Product code

Max. payload capacity 1 325 kg | 2 921 lbs

Specifications may vary based on local conditions and application

Compatibility KMP1500P

Weight 175 kg | 386 lbs

Rollers speed up to 200 mm/s | 7.9 in/s

PM800-KMP1500-01(SA1)
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Product Description

Designated use
For autonomous pickup and unload of EU 
pallets from the conveyor

“Roll through solution” Loading and delivery from front and rear ends

Adjustable rollers speed
Automatic synchronization of speed up to 
up to 200 mm/s | 7.9 in/s

Safety
Prevents damage and ensures safe 
operation

Auto lowering sequence
For easy recovery (overload and 
no payload detected)

Smart Handling Automatic centering of pallet load

Data collection Error codes and data transfer to AMR
Reliable operation with minimal 
maintenance Service intervall for every 20.000 cycles

Expected lifespan Minimum 600.000 cycles at max. payload

Compatibility

Nord Dock Target 

Plug-and-Play 
Design

Maintenance-Free 
Engineering

Rapid Deployment 
Ready

Optimized for 
Maximum ROI
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Dimensions

Length 1 344 mm | 52.9 in

Width 904 mm | 35.6 in

Width between side covers 840 mm | 33.1 in

Height 180 mm | 7 in

From floor to top of rollers 403 mm | 15.9 in

Maximum dimensions of payload 1 200 x 800 mm | 47.2 x 31.5 in

Dimensions without AMR



2 | Integrated Blue Light Kit
Lights up a blue spot on the floor in front of the 
AMR for extra safety

3 | Integrated Code Reader Kit
Scanning QR-Code/Barcode placed on any type of 
goods

4 | Docking Distance Sensor
Measuring the correct position of Pallet Mover to 
Loading Station

5 | Ballast Plate
Lower the center of gravity of robot application 
( could be integrated into the Spacer Kit )

6 | Spacer Kit
Increases the height ( from 404mm up to 825mm 
to top of rollers)
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31 2

1 | Stack Light 
Light indicates the current status of the Pallet 
Mover

Standard

Optional Add-ons

46 5


